
SAFETY CHECK OUT
 

on of the

e ·on of the setting-up the motor­
e following items should be dou­

:iIE!-<:lIlef:~ed to confirm that the operation and 
motorcycle are sati'sfactory~ 

• setting-up the motorcycle and pre-detiv­
e inspection, have been completed and the 
motorcycle can be passed t.o the customer. 

IENGINE AND' TiRANSMI'SSION 

ITEM MEASU~E SPECIFICA"F1IONS 

Engine oil Check/Refill 
4200 ml 
(4.4/3.7 US/Imp qt) 

Fuel tank Drain/Fill 
22.0 L 
(5.8/4.8 US/Imp gal) 

Throttle cab e Check/Adjust 
2.0-4.0 mm 
(0.08-0,16 in) 

Idle r/min Check/Adjust 1 000-1 200 r/min 

Exhaust system Leakage 

Fuel system 
conneclion 

ClrclipflLeakage 

CHASSIS
 

ITEM MEASURE SPECI FICATIONS 

Disc brake (s) Clean/Fluid level 

Front bfake lever Check/Adjust Position 4 

Rear ~ pedal Check/Adjust 
35-45 mm 
(1.4-18 in) 

CIIIIch !eYer Check!Adjust Position 2 

Drive " 
Lubricate/Check! 
Adjust 

20-30 mm 
(0.8-1.2 in) 

Oiling~ All necessary points 

Batlety Filling electrolyte 

Wiring and cable Routing/Operation 

Vlliring COMeciors CleanlTight 

Fronl fork Operation 

Rear snook absorbe Operation 

n 'c nuts and Torque those listed 
bolts in this manual 

e and 
ctrclip 

Fasteners. Check 

Pain and chrome 
InspectlWash and 
polish 

Warning label 
(For E-19 market) 

Select/Stick 
Appropriate 
language 

Cold Tire Inflation Pressure 
SOLO RIDING DUAL RIDING 

250 kPa 250 kPa 
FRONT 2.50 kg/cm2 2.50 kg/cm2 

36 psi 36 psi 

250 kPa 290 kPa 
REAR 2.50 kg/cm2 2.90 kg/cm2 

36 psi 42 psi 

IElECTRICALS 

ITEM CHECK FOR 

Light 

Llghting/Adjust 

. ­

Tail/Brake light 

Headlight high/low beam 

Turn signal light 
Lighting

Position light 

Instrument Lights 

Lighling 

Speedometer light 

Tachometer light 

High beam indicator light 

Neutral indicator light 

Turn signal indicator light 

Oil pressure indicator light 

Fuel injection system indicator 

Switch Operations 

Operation 

Ignition switch 

Dimmer switch 

Turn signal switch 

Engine stop switch 

Horn switch 

Passing light switch 

Brake switch 

Starter button 

Lighting switch (Except for 
Australia) 

Side stand/ignition interlock 
switch 

Clutch lever position switch 

ROAD TEST INSPECT,I,ON
 

ITEM CHECK FOR 

Engine 
Starting/Acceleration/ 
Smoothness/Noise 

Transmission Operation/Noise 

Drive chain Operation/Noise 

Clutch Operation/Noise 

Brake Operation/Noise 

Steering Stability 

Suspension Operation 

Control cables Operation/Proper return 

Leakage Fuel/OiVExhaust 

Speedometer and odometer Operation 

Tachometer Operation 

Trip meter Operation 
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